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The above spec. sheet features our standard products. For further options please contact your local Miba Resistors representative.
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Series RST100
100 W Power Resistor 

1/1

Wirewound Resistors

Features 
	 100 W operating power
	 Good pulse load capability
  

How to make a request
RST100_Ohmic Value_Tolerance

For example: 

RST100 35R 5%

Technical Specifications

Dimensions in mm

Resistance value range 10 Ω ≤ 200 Ω

Resistance tolerance ±5 % to ±10 %

Temperature coefficient ≤ 500 ppm/°C 
(referenced to 25 °C, ΔR taken at ~105°C)

Power rating 100 W at 70°C

Operating voltage ≤ 1000 V DC (pre-charge voltage)

Insulation resistance 1000 V DC min. 500 MΩ 

Short time overload 2800 W, 70°C 3s

Single maximum impact pulse 2500 J (t=0.5s)

Dielectric strength 3kV rms, 50 Hz, 1 min.

Operating temperature -55°C to +225°C

Resistor installation M5 screw

Weight ~285 g
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Specification:
Resistance value range: 30R
Tolerance: ±10%
Rated power: 60W at 85°C bottom case temp.
Max. operating voltage: 840V (not exceeding max power)
Dielectric strength: 4kV DC for 60s
Resistor is RoHS and REACH compliant
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The given statements and information herein are recommendations for the use of our products and are based on our experience in combination with applicable technical standards. They are for guidance only and do not represent 
any assurance of characteristics or warranty commitments for the products or their suitability for specific applications. The suitability of the products for the intended use by the user depends on different boundary conditions and 
influencing factors and is to be assessed exclusively by the user.  
DISCLAIMER:
NO WARRANTY OR GUARANTEE, EXPRESS OR IMPLIED, IS MADE WITH RESPECT TO THE PRODUCTS, DESIGNS, DATA, INFORMATION DESCRIBED OR ANY INTELLECTUAL PROPERTY CONTAINED THEREIN. 
ANY WARRANTY OR GUARANTEE OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE IS ALSO EXCLUDED.The given statements and information herein reflect the current status at the time of publication. 
Typing or printing errors cannot be excluded. This publication shall not be reprinted or reproduced in whole or in part in any form or by any means without the express written permission of Miba Resistors Austria.

AEC- 
Q200  
ready

Can absorb high pulse energy within short period. Have high 
thermal capacity. Used in dumping, breaking circuit etc.
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The given statements and information herein are recommendations for the use of our products and are based on our 
experience in combination with applicable technical standards. 
They are for guidance only and do not represent any assurance of characteristics or warranty commitments for the products 
or their suitability for specific applications. 
The suitability of the products for the intended use by the user depends on different boundary conditions and influencing 
factors and is to be assessed exclusively by the user.  

DISCLAIMER:
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